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STEEL BALLS FOR ROLLING BEARINGS

EADIZAMIRKEEEE. SEE. EREETNES I DEEE, k. Steel balls for rolling bearings are used for bearing of car, motorcycle, ma-
THEMAE . RBRSHEDRTUICAVNSNED ., chine tool, and consumer electrical appliance which are needed especially

heavy load, high precision and low noise.

ER. TV RUOTKIEE  Grade, Gauge, From Accuracy

H 5 — SRR OvhDEROEEE ERERE H B E SEE &
Gauge interval | Subgauge interval V?gfg%‘:n%ftgra” Va“;gg?e‘oérba“ 2;‘1’:}(‘%"“ ffrrgr?]‘ |  Surface roughness
Km £LE max. gm max. um max. (m | max. umRa

3 0.5 0.1 0.13 0.08 0.08 0.010

5 1 0.2 0.25 0.13 0.13 0.014

10 1 0.2 0.5 0.25 0.25 0.020

16 2 04 0.8 0.4 0.4 0.025

20 2 0.4 1 0.5 0.5 0.032

24 2 0.4 1.2 0.6 0.6 0.040
28 2 0.4 1.4 07 0.7 0.050 ’

0 4 08 2 1 1 0.060
60 6 1.2 3 1.5 1.5 0.080 ’
100 10 2 5 25 25 0.100 ‘
200 15 3 10 5 5 0.150 ‘

JIS B1501 &n'V)#hs2—SHERICELUE T,

ZRLICLIVRBN DT~ T E BB ORI HE - THNET,

It shall be determined in according with JIS B1501 Steel balls for rolling bearings.

We can accept orders of sizes, gauges and precision standard out of range if required.

7 # Material

b2 2 [%]

Eﬁgﬁﬁ .1 : ___ Chemical ’CDL”lQQS‘US’U
SUJ2 | 095~1.10 0.15~0.35 ’ max. 0.50 max. 0.025 max.0.025 | 1.30~1.60 =
SuJ3 . 095~1.10 0.40~0.70 0.90~1.15 ’ max. 0.025 max. 0025 | 0.90~1.20 = |
SUJ4 | 095~1.10 ‘ 0.15~0.35 max. 0.50 ‘ max. 0.025 max. 0.025 1.30~1.60 0.10~0.25 ‘
SuJs | 095~1.10 { 090~115 | max.0.025

0.40~0.70 max. 0.025 0.90~1.20 0.10~0.25 |

JIS G4805 BTy N LEZMBIHELET,
It shall be determined in according with JIS G4805 High carbon chromium bearing steels.

ff & Hardness

Nominal nt?azl-lﬁdiameter ___f;idnfss_r T T e
HRC
0.3mm~3mm 772~900 (63~67)
1/8~30mm — 62~67
13/16~41/8 — 61~67

JIS B1501 &pW B —SRERICELE T,
It shall be determined in according with JIS B1501 Steel balls for rolling bearings.
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